
  
Cessna® C188 AgTruck        
DATA SHEET 

 

 Engine       
        

  Teledyne Continental. Fuel Injection IO-520-D 
  

 Fuel          100/130 minimum grade aviation gasoline 

 Engine Limits      
        

  300 BHP @ 2850 RPM (5 minute Takeoff Rating) 
  285 BHP @ 2000 RPM (Maximum Continuous Rating) 

 Propeller         Constant speed three blade propeller 

Airspeed Limits 
 VNE - Never Exceed Speed    182 KIAS MPH 

VNO - Max Structural Cruising Speed  145 KIAS MPH 

VA - Maneuvering Speed 
            3300 Pounds      118 KIAS MPH 
            2800 Pounds      107 KIAS MPH 
            2300 Pounds        98 KIAS MPH 

VFE – Maximum Flap Extended Speed            
(Flaps 5°)       

 121 KIAS MPH 
            (Flaps 10° - 20°)       109 KIAS MPH 

Maximum Glide 
 3800 Pounds        

   85 KIAS MPH 
Airspeed Indicator Marking 

Marking   
    

        kias MPH Value 
  or Range 

White Arc    60 - 109 

Green Arc    60 - 109 

Yellow Arc    60 - 109 

Red Line            182 

 

Cessna® C188 AgTruck is a trademark of Textron Innovations Inc. and is used under license to RailSimulator.com Ltd 
d/b/a/Dovetail Games.  

 

 
 


